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(57) ABSTRACT

Provided is a method for preparing a spinning solution of
ultra-high molecular weight polyethylene fiber, which com-
prises mixing a dissolved solution of ultra-high molecular
weight polyethylene with a swollen solution of ultra-high
molecular weight polyethylene at a weight ratio 0f0.42~2.85,
to obtain a spinning solution with a content of the ultra-high
molecular weight polyethylene being 10%~15% by weight;
the content of the ultra-high molecular weight polyethylene
in the swollen solution of ultra-high molecular weight poly-
ethylene is 10%~50% by weight; and the weight ratio of the
ultra-high molecular weight polyethylene in the swollen solu-
tion of ultra-high molecular weight polyethylene to the ultra-
high molecular weight polyethylene in the dissolved solution
of ultra-high molecular weight polyethylene is 2.5~70. Since
the dissolved solution functions to plasticize the swollen
solution, the problem of high viscosity of the spinning solu-
tion is well addressed, thus ensuring that the spinning solution
has a good fluidity and spinning continuity, and avoiding
broken filament and filament breakage from occurring in the
subsequent spinning process, so as to prepare ultra-high
molecular weight polyethylene fiber with good performance.

8 Claims, No Drawings
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METHOD FOR PREPARING SPINNING
SOLUTION OF ULTRA-HIGH MOLECULAR
WEIGHT POLYETHYLENE FIBER

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application is a Section 371 National Stage
Application of International Application No. PCT/CN2011/
078685, filed on Aug. 22, 2011, and claims the priority of
Chinese Patent Application No. 201010262244.9, entitled
“Method for Preparing Spinning Solution of Ultra-high
Molecular Weight Polyethylene Fiber”, filed on Aug. 24,
2010, the disclosures of which are incorporated by reference
herein in their entirety.

FIELD OF THE INVENTION

The present invention relates to a method for preparing
ultra-high molecular weight polyethylene fiber, and in par-
ticular, to a method for preparing a spinning solution of ultra-
high molecular weight polyethylene fiber.

BACKGROUND OF THE INVENTION

Ultra-high molecular weight polyethylene fiber (UHM-
WPE), also known as high-strength and high-modulus poly-
ethylene fiber, refers to the high performance fiber produced
from polyethylene having a relative molecular weight of
1x10° or higher through sequential processes of spinning,
extracting, drying and ultra-drawing. A fiber reinforced com-
posites produced by using ultra-high molecular weight poly-
ethylene fiber have the advantages of light weight, good
impact resistance, high dielectric property and the like, and
are widely used in the fields of aeronautic and astronautic
industries, the defense in sea areas, weapon facilities and
ordinary industries.

In the prior art, the gel spinning technology, a technology
firstly invented by DSM Corp., Holland, are generally
adopted in the preparation of ultra-high molecular weight
polyethylene fiber. In this technology, polyethylene with rela-
tive molecular weight of 1x10° or higher is usually used as
raw material, the suspension obtained by mixing and swelling
the material in suitable solvent is used as spinning solution,
then the spinning solution is sheared, homogenized and dis-
entangled by screw extruder and then extruded through spin-
neret assembly to obtain the as-spun gel filament, after the
subsequent extracting, drying and ultra-drawing of the as-
spun gel filament, ultra-high molecular weight polyethylene
fiber is obtained.

To ensure that the as-spun gel filament possesses sound
drawing capacity so as to achieve superior mechanical behav-
ior, it is necessary that there exist a certain number of
entanglement points in the gel filament, that is, it is necessary
to increase the density of the chain entanglement points in the
as-spun gel filament. Because the macromolecular entangle-
ment density of ultra-high molecular weight polyethylene
fiber is closely correlated with the concentration of the spin-
ning solution (solid content) and the molecular weight of the
raw material, it is possible to increase the chain entanglement
density in the gel filament by increasing, at the time of spin-
ning solution preparation, the molecular weight of the raw
material or the density of the spinning solution. However, in
practice, the only increase of the molecular weight or the solid
content in the spinning solution will bring negative effect. For
example, when the molecular weight is too high, the polymer
particles will be difficult to dissolve thoroughly during the
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dissolution process and the phenomenon of caking may
occur, causing the spinning solution nonhomogeneous and in
turn influencing the performance of the filament. Further-
more, the nonhomogeneity of the spinning solution will also
influence the increase of the density of the spinning solution.

In the prior art, in order to prepare homogenous spinning
solution, some people resort to stepwise swelling of the ultra-
high molecular weight polyethylene, that is, realizing pre-
swelling and swelling sequentially by stepwise mixing the
ultra-high molecular weight polyethylene in multiple swell-
ing kettles and finally putting them into a dissolving kettle
with temperature close to the dissolving temperature of the
ultra-high molecular weight polyethylene so that the ultra-
high molecular weight polyethylene dissolves and the spin-
ning solution forms. However, when the ultra-high molecular
weight polyethylene dissolves, the viscosity of the spinning
solution tends to increase dramatically, and the weissenberg
effect (or known as “rod climbing effect”) tends to occur, thus
influencing the smooth proceeding of the subsequent spin-
ning.

In addition to the above stepwise swelling process, in U.S.
Pat. No. 4,422,993 and U.S. Pat. No. 4,430,383, Pole. Smith,
Pieta Yang Lemstra etc. utilize two types of polyethylene
having a molecular weight of 1.5x10° and 4x10° respectively
to prepare the spinning solution, in which case, the solid
content can only reach 5%. Although the problem of nonho-
mogeneity is resolved, the problem of low spinning efficiency
emerges. In Patent No CN101525778A, Xin Zhirong etc.
start from the polyethylene with molecular weight of 2~5x
10° and make use of screw to realize one-step swelling and
dissolving, and the solid content can reach 10~15%. This
method shows certain effect in resolving the problem of non-
homogeneity, but there are higher demands to the process and
equipment and the operating procedure is complicated.

SUMMARY OF THE INVENTION

The problem to be resolved in the present invention is to
provide a method for preparing a spinning solution of ultra-
high molecular weight polyethylene fiber. The spinning solu-
tion of ultra-high molecular weight polyethylene fiber pre-
pared According to the present invention has high solid
content; and the ultra-high molecular weight polyethylene
fiber prepared from this spinning solution is stable in perfor-
mance and has high strength.

To resolve the above-mentioned technical problem, the
invention provides a method for preparing a spinning solution
of ultra-high molecular weight polyethylene fiber, compris-
ing the steps of:

mixing a dissolved solution of ultra-high molecular weight
polyethylene with a swollen solution of ultra-high molecular
weight polyethylene at a weight ratio of 0.42~2.85, to obtain
a spinning solution in which the content of the ultra-high
molecular weight polyethylene is 10%~15% by weight;

the content of the ultra-high molecular weight polyethyl-
ene in the swollen solution of ultra-high molecular weight
polyethylene is 10~50% by weight; and

the weight ratio of the ultra-high molecular weight poly-
ethylene in the swollen solution of ultra-high molecular
weight polyethylene to the ultra-high molecular weight poly-
ethylene in the dissolved solution of ultra-high molecular
weight polyethylene is 2.5~70.

Preferably, the weight ratio of the dissolved solution of
ultra-high molecular weight polyethylene to the swollen solu-
tion of ultra-high molecular weight polyethylene is 1.0~2.5.
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Preferably, the content of the ultra-high molecular weight
polyethylene in the swollen solution of ultra-high molecular
weight polyethylene is 20~30% by weight.

Preferably, the weight ratio of the ultra-high molecular
weight polyethylene in the swollen solution of ultra-high
molecular weight polyethylene to that in the dissolved solu-
tion of ultra-high molecular weight polyethylene is 10~30.

Preferably, the content of the ultra-high molecular weight
polyethylene in the spinning solution of ultra-high molecular
weight polyethylene fiber is 11%~14% by weight.

Preferably, the content of the ultra-high molecular weight
polyethylene in the spinning solution of ultra-high molecular
weight polyethylene fiber is 12%~13% by weight.

Preferably, the weight average molecular weight of the
ultra-high molecular weight polyethylene in the spinning
solution of ultra-high molecular weight polyethylene fiber is
3x10%~5x10°.

Preferably, the solvent in the spinning solution of ultra-
high molecular weight polyethylene fiber is a mixed solvent
obtained by mixing cyclane and alkane in a proportion of
85~90:10~15, wherein the cyclane has 25~50 carbon atoms
and the alkane has 25~50 carbon atom.

Preferably, the swollen solution of ultra-high molecular
weight polyethylene is prepared as follows:

a powder of ultra-high molecular weight polyethylene is
added to a first portion of a solvent under stirring;

a second portion of the solvent and a first emulsified sol-
vent are added to the first portion of the solvent to obtain a first
mixture;

the temperature of the first mixture is raised to 90° C.~130°
C. and held at the temperature for swelling to obtain a swollen
solution of ultra-high molecular weight polyethylene;

the first emulsified solvent is formed from a third portion of
the solvent, an antioxidant and a surfactant through emulsi-
fication;

the weight ratio of the first portion of the solvent:the second
portion of the solvent:the third portion of the solvent:the
antioxidant:the surfactant is
45~55:45~55:1~20:0.5~5:0.05~0.1.

Preferably, the dissolved solution of ultra-high molecular
weight polyethylene is prepared by the steps of:

a second emulsified solvent, a third emulsified solvent, a
fourth emulsified solvent and a fifth portion of the solvent are
added to a fourth portion of the solvent under stirring to obtain
a second mixture, which is heated to a temperature of 100°
C.~190° C. under stirring to obtain a dissolved solution of
ultra-high molecular weight polyethylene;

the second emulsified solvent is formed from a sixth por-
tion of the solvent and the ultra-high molecular weight poly-
ethylene in a proportion of 1~5:0.4~0.6 through emulsifica-
tion;

the fourth emulsified solvent is formed from a seventh
portion of the solvent and an antioxidant through emulsifica-
tion;

the weight ratio of the fourth portion of the solvent:the fifth
portion of the solvent:the sixth portion of the solvent:the
seventh portion of the solvent is 67~75:15~25:2~10:2~4.

In the present invention, a high solid content spinning
solution having 10~15% by weight of ultra-high molecular
weight polyethylene is obtained by adding a dissolved solu-
tion to a swollen solution, and mixing under stirring. Since the
dissolved solution can function to plasticize the swollen solu-
tion, the viscosity of the spinning solution system can be
lowered, ensuring that the spinning solution has better fluidity
and spinning continuity, so as to avoid broken filament and
filament breakage from occurring in subsequent spinning
processes. Furthermore, the addition of a dissolved solution
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to a swollen solution may allow the gel filament of ultra-high
molecular weight polyethylene produced during the gel spin-
ning process to contain appropriate amount of chain entangle-
ment points, so as to ensure that the filaments can smoothly
transfer the tensile force in the filaments during subsequent
drawing process to realize the purpose of ultra-drawing,
thereby preventing filament breakage from occurring and
ensuring consistent performance in the ultra-high molecular
weight polyethylene fiber.

DETAILED DESCRIPTION OF THE INVENTION

For better understanding of the invention, reference is
made to the following detailed description of the preferred
embodiments of the invention, but it should be understood
that the description is made only for further explaining the
features and advantages of the invention and is not intended to
limit the scope of the invention in any way.

This invention provides a method for preparing a spinning
solution of ultra-high molecular weight polyethylene fiber,
which comprises the steps of:

Mixing a dissolved solution of ultra-high molecular weight
polyethylene with a swollen solution of ultra-high molecular
weight polyethylene at a weight ratio of 0.42~2.85, to obtain
a spinning solution in which the content of the ultra-high
molecular weight polyethylene is 10%~15%;

The content of the ultra-high molecular weight polyethyl-
ene in the swollen solution of ultra-high molecular weight
polyethylene is 10~50% by weight;

The weight ratio of the ultra-high molecular weight poly-
ethylene in the swollen solution of ultra-high molecular
weight polyethylene to the ultra-high molecular weight poly-
ethylene in the dissolved solution of ultra-high molecular
weight polyethylene is 2.5~70.

According to the present invention, the swollen solution of
ultra-high molecular weight polyethylene is intended to, as
well known to those skilled in the art, mean the suspension
obtained after the swelling of the ultra-high molecular weight
polyethylene macromolecules by the small solvent molecules
penetrated and diffused into between the macromolecules of
ultra-high molecular weight polyethylene after mixing the
ultra-high molecular weight polyethylene with a solvent; the
dissolved solution of ultra-high molecular weight polyethyl-
ene is intended to, as well known to those skilled in the art,
mean the solution obtained by dissolving the ultra-high
molecular weight polyethylene in a solvent.

According to the present invention, the content of the ultra-
high molecular weight polyethylene in the spinning solution
of ultra-high molecular weight polyethylene fiber is prefer-
ably 11~14% by weight, more preferably 12~13% by weight.
The content of the ultra-high molecular weight polyethylene
in the swollen solution of ultra-high molecular weight poly-
ethylene is preferably 11~49% by weight, more preferably
15~40% by weight, and most preferably 20~30% by weight.
The content of the ultra-high molecular weight polyethylene
in the dissolved solution of ultra-high molecular weight poly-
ethylene is preferably 0.2~2% by weight, more preferably
0.3~1.5% by weight, and even more preferably 0.8~1.2% by
weight.

According to the present invention, when preparing a spin-
ning solution by mixing the swollen solution of ultra-high
molecular weight polyethylene with the dissolved solution of
ultra-high molecular weight polyethylene under stirring, the
weight ratio of the dissolved solution of ultra-high molecular
weight polyethylene to the swollen solution of ultra-high
molecular weight polyethylene is preferably 0.42~2.85, more
preferably 1.0~2.5, even more preferably 1.4~1.8. The
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weight ratio of the ultra-high molecular weight polyethylene
in the swollen solution to that in the dissolved solution is
preferably 2.5~70, more preferably 5~50, even more prefer-
ably 10~30. The stirring period is preferably 20 min~120
min, more preferably 45 min~100 min, most preferably 60
min~80 min.

When preparing a spinning solution by mixing the swollen
solution of ultra-high molecular weight polyethylene with the
dissolved solution of ultra-high molecular weight polyethyl-
ene under stirring, it is preferred to adopt the following steps:

Firstly, the swollen solution of ultra-high molecular weight
polyethylene is stirred in a mixing kettle at normal tempera-
ture and normal pressure, then the swollen solution is heated
to a temperature higher than the temperature at which phase
separation of the swollen solution occurs, preferably 8~15°
C. higher than the phase separation temperature, more pref-
erably 10° C. higher than the phase separation temperature.
The phase transition temperature of ultra-high molecular
weight polyethylene is generally acknowledged to those
skilled in the art, and is approximately between 70° C. and 90°
C. depending upon the molecular weight. In the present
invention, after the swollen solution is heated to 65~85° C.,
the dissolved solution of ultra-high molecular weight poly-
ethylene is added to the swollen solution, stirred and mixed to
provide the spinning solution.

During the above process of preparing mixed swollen solu-
tion and dissolved solution, the aim of heating the swollen
solution to a temperature higher than the phase separation
temperature is to reduce the viscosity and increase the fluidity
of the swollen solution. Then, during the above stirring pro-
cess, the dissolved solution functions to plasticize the swollen
solution, thus appreciably addressing the problem of high
viscosity of the spinning solution system, ensuring that the
spinning solution has a good fluidity and spinning continuity,
s0 as to avoid broken filament and filament breakage from
occurring in subsequent spinning processes. Furthermore, the
addition of a dissolved solution to a swollen solution may
allow the gel filament of ultra-high molecular weight poly-
ethylene produced during the gel spinning process to have
appropriate amount of entanglements, so as to ensure the
smooth transfer of the tensile force in the filaments during
subsequent drawing process for realizing the purpose of ultra-
drawing and preventing filament breakage from occurring.

According to the present invention, when preparing the
swollen solution of ultra-high molecular weight polyethyl-
ene, it is preferred to adopt the following steps:

the powder of ultra-high molecular weight polyethylene is
added to a first portion of the solvent under stirring;

a second portion of the solvent and a first emulsified sol-
vent are added to the first portion of solvent to obtain a first
mixture;

the first mixture is heated to 90° C.~130° C. and held for
swelling to obtain the swollen solution of ultra-high molecu-
lar weight polyethylene;

the first emulsified solvent is formed from a third portion of
the solvent, an antioxidant and a surfactant through emulsi-
fication;

The weight ratio of the first portion of the solvent:the
second portion of the solvent:the third portion of the solvent:
the antioxidant:the surfactant is 45~55:45~55:1~20:0.5~5:
0.05~0.1, preferably 45~55:45~55:2~10:1~3:0.05~0.1,
more preferably 50:50:4~8:1.5~2.5:0.05~0.1.

According to the present invention, the first portion of the
emulsified solvent is preferably prepared according to the
following process: the antioxidant and the surfactant are
added to the third portion of the solvent, and emulsified by
stirring. The stirring speed is preferably 2500 rpm (revolu-
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tions per minute)~3500 rpm, more preferably 2750
rpm~3250 rpm. The stirring period is preferably 20 min~100
min, more preferably 30 min~80 min, and even more prefer-
ably 40 min~100 min.

According to the present invention, when the first mixture
is held for swelling, the holding period can be adjusted
according to the degree of swelling, preferably to allow the
degree of swelling of the ultra-high molecular weight poly-
ethylene to reach 1~2, more preferably 1.1~1.8, even more
preferably 1.2~1.6, followed by stopping holding. The hold-
ing period is preferably 30~100 min, more preferably 40~90
min, even more preferably 50~80 min. The degree of swelling
M used herein can be calculated according to equation I:

n=w/w,

Where, W, is defined as the weight of a portion of the
swollen solution of ultra-high molecular weight polyethylene
after 20 min of vacuum filtration; W, is defined as the weight
of the vacuum filtered swollen material of weight W, after
being extracted with decalin for three times and then being
dried at 90° C. till constant weight.

According to the present invention, when preparing the
dissolved solution of ultra-high molecular weight polyethyl-
ene, it is preferred to adopt the following steps:

a second emulsified solvent, a third emulsified solvent and
a fifth portion of solvent are added to a fourth portion of
solvent, and stirred well to obtain a second mixture, wherein
the stirring speed is preferably 2500 rpm~3500 rpm, more
preferably 3000 rpm; and then the second mixture is heated to
100° C.~190° C. under stirring to obtain the dissolved solu-
tion of ultra-high molecular weight polyethylene.

the second emulsified solvent is formed from a sixth por-
tion of solvent and the ultra-high molecular weight polyeth-
ylene in a proportion of 1~5:0.4~0.6 through emulsification;

the fourth emulsified solvent is formed from a seventh
portion of solvent and an antioxidant through emulsification,
wherein the seventh portion of solvent comprises preferably
2%~4% of the total weight of the solvent in the dissolved
solution of ultra-high molecular weight polyethylene; the
antioxidant comprises preferably 1%~8%, more preferably
2%~7%, even more preferably 4%~6% of the total weight of
the ultra-high molecular weight polyethylene in the dissolved
solution of ultra-high molecular weight polyethylene.

According to the present invention, during the preparation
of'the dissolved solution of ultra-high molecular weight poly-
ethylene, the weight ratio of the fourth portion of solvent:the
fifth portion of solvent:the sixth portion of solvent:the sev-
enth portion of solvent is 67~75:15~25:2~10:2~4, more pref-
erably 67~75:15~25:3~8:2~4, even more preferably 67~75:
20:4~6:3.

According to the present invention, when preparing the
second emulsified solution, it can be done by dividing the
sixth portion of solvent and the ultra-high molecular weight
polyethylene into two equal portions and carrying out emul-
sification separately; the emulsifying period is preferably 10
min~60 min, more preferably 20 min~50 min, and even more
preferably 30 min~40 min.

Heating the second mixture to 100° C.~190° C. under
stirring to obtain the dissolved solution of ultra-high molecu-
lar weight polyethylene is preferred to follow the following
steps: firstly, the second mixture is heated to 100° C.~150° C.,
more preferably 120° C.~140° C. and stirred at low speed of
preferably 17 rpm~25 rpm, more preferably 18 rpm~20 rpm
till the temperature of the second mixture reaches preferably
140° C.~190° C., more preferably 150° C.~180° C.; then the
stirring speed is increased to 35 rpm~45 rpm, more preferably
38 rpm~42 rpm; and the mixture is held at the temperature to

Equation I
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obtain the dissolved solution of ultra-high molecular weight
polyethylene. The holding period is preferably 30 min~100
min, more preferably 40 min~80 min.

During the preparation of the dissolved solution of ultra-
high molecular weight polyethylene, the purpose of firstly
heating the second mixture and carrying out low-speed stir-
ring is to allow the raw material particles of the ultra-high
molecular weight polyethylene to completely swell during
the heating and low-speed stirring and a majority of which
begins to dissolve; by this time, the chain entanglements
between the polymer macromolecules have been eliminated
essentially. The purpose of stirring at low speed till the tem-
perature of the second mixture reaches 140° C.~190° C.,
preferably reaches 150° C.~180° C. and then stirring at high
speed is to facilitate the dissolution of the ultra-high molecu-
lar weight polyethylene.

According to the present invention, the solvent used herein
is preferably the mixture obtained by mixing cyclane and
alkane isomers in a proportion of 85~90:10~15, wherein the
number of carbon atoms of the cyclane and alkane is prefer-
ably 25~50, more preferably 30~40. The solvent can be any
solvent used in the spinning solution of ultra-high molecular
weight polyethylene as is well known to those skilled in the
art, for example, the white oil that preferably has no volatiles
below 400° C., with initial boiling point preferably higher
than 450° C., density preferably between 0.84~0.87 g/cm®
and flash point preferably higher than 260° C. can be used.
The white oil used According to the present invention can be
the No. 5 white oil, the No. 7 white oil, the No. 10 white oil,
the No. 15 white oil, the No. 22 white oil, the No. 26 white oil,
the No. 32 white oil, the No. 46 white oil, the No. 68 white oil,
the No. 100 white oil and the No. 150 white oil well known to
those skilled in the art. The antioxidant in the present inven-
tion can be the hindered phenol antioxidant and the aromatic
amine antioxidant well known to those skilled in the art; the
specific examples thereof can include, but not limited to,
2,6-tert-butyl-4-methylphenol, bis-(3,5-tert-butyl-4-hydrox-
yphenyl) thioether and pentaerythritol tetra-[[-(3,5-tert-bu-
tyl-4-hydroxyphenyl)-propionate]. The surfactant in the
present invention can be the anionic, cationic and nonionic
surfactants well known to those skilled in the art; the specific
example can include, but not limited to, stearic acid, sodium
dodecyl benzene sulfonate, quaternary ammonium salts, fatty
acid glycerides, sorbitan fatty acid esters (Spans), polysor-
bates (Tweens) and the like.

The ultra-high molecular weight polyethylene used in the
present invention preferably has a weight average molecular
weight of 3~5x10°, more preferably 3.5~4.5x10°, and the
degree of nonlinearity of the ultra-high molecular weight
polyethylene is <5%. In the present invention, the powder of
the ultra-high molecular weight polyethylene with a Gaussian
distribution of the particle size is preferably used, and the
particle size of the powders is preferably between 60 and 200
meshes.

According to the present invention, the prepared spinning
solution of ultra-high molecular weight polyethylene fiber
can be used to prepare ultra-high molecular weight polyeth-
ylene fiber according to the gel spinning technology well
known to those skilled in the art. A specific example can be as
follows: .the spinning solution is fed into a twin screw
extruder for disentanglement, here, the inlet temperature of
the extruder is preferably 85° C.~120° C., the temperature in
the middle region is 240° C.~280° C., and the outlet tempera-
ture is 280° C.~320° C. The residence time of the suspension
in the twin screw extruder is no more than 10 min, preferably,
the residence time is 3~8 min, more preferably, the residence
time is 4~6 min. The rotation speed of the twin screw extruder
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is 70 r/min~260 r/min, preferably, the rotation speed of the
twin screw extruder is 150 r/min~230 r/min. The process
conditions of gel spinning are preferably as follows: the pore
diameter of the spinneret orifice is 0.6 mm~5 mm, the length-
diameter ratio L/D of the spinneret orifice is 6/1~30/1, the
extrusion speed of the spinning solution is 0.5 m/min~10
m/min; after extrusion, with cooling at 0° C.~36° C., gel
filament is obtained.

Then, the gel filament is passed through extraction, and the
extraction agent is preferably selected from hexane, heptane,
toluene, chloromethane, solvent naphtha, and kerosene, with
kerosene being more preferred. Then, the filament after
extraction is dried at a temperature of preferably 40° C.~80°
C., thereafter, the dried filament is subjected to a thermal
drawing of 30 times~130 times, preferably 40 times~60 times
at 70° C.~160° C. to form the ultra-high molecular weight
polyethylene fiber.

In the present invention, the mechanical behavior of the
fiber is tested according to the following method: using
DXLL-20000 electronic tensile machine to measure the
strength and the modulus of the fiber, with clamp distance of
250 mm and fall velocity of 50 mm/min.

The performance value of each specimen: recorded as X,
X5, ..., X,, total of n specimens are tested;

The performance of a sample is taken as the arithmetic
mean of the performance values of n specimens, that is:

n Equation IT

Where, X, is the performance value of the ith specimen; n
is the number of specimens.

Standard deviation (8S) is calculated according to the fol-
lowing equation:

n Equation III
X -X)*
i=1
S =
n-1

Where, S is the standard deviation, and the other characters
are as defined in Equation II;

Coeflicient of variability (CV) is calculated according to
the following equation:

S Equation IV
CV = X x100%

Where, CV is the coefficient of variability, and the other
characters are as defined in Equation II.

For a better understanding of the invention, reference is
made to the following detailed description of the preferred
embodiments of the invention, but it should be appreciated
that the description is only for further explaining the features
and advantages of the invention while in no way to limit the
scope of the invention.

For a better comparison of the results, the same raw mate-
rials are used in the following examples and comparative
examples. The ultra-high molecular weight polyethylene
used has a weight average molecular weight M, of 4.2x10°
and a particle size of 80 pm~120 pm. The solvent used is the
No. 120 white oil.



US 9,296,875 B2

9
Example 1

(1) The Preparation of the Swollen Solution of
Ultra-High Molecular Weight Polyethylene

To a swelling kettle, 50 weight parts of a first portion of
white oil was charged and stirred at 20 rpm, then 30 weight
parts of powdery ultra-high molecular weight polyethylene
was sprayed in evenly under stirring;

To 4 weight parts of a third portion of white oil, 1.5 weight
parts of 2,6-tert-butyl-4-methylphenol (antioxidant) and 0.06
weight parts of sodium dodecyl benzene sulfonate (surfac-
tant) were added and stirred for emulsification to obtain the
first emulsified solvent, wherein the stirring speed was 3000
rpm, and the emulsifying period was 40 min;

To the swelling kettle, the first emulsified solvent and 50
weight parts of a second portion of white oil were added, the
resultant mixture was heated to 105° C. under stirring and
held for 50 min, then a swollen solution of ultra-high molecu-
lar weight polyethylene with degree of swelling of 1.23 was
obtained, in which, the weight ratio of ultra-high molecular
weight polyethylene was 22%.

In this swollen solution, the weight ratio between the first
portion of white oil, the second portion of white oil and the
third portion of white oil was 52:48:4.

(2) The Preparation of the Dissolved Solution of
Ultra-High Molecular Weight Polyethylene

4 weight parts of a sixth portion of white oil and 1.1 weight
parts of powdery ultra-high molecular weight polyethylene
were evenly divided into two portions to carry out emulsifi-
cation separately, thus the second emulsified solvent was
obtained, wherein the emulsifying period was 30 min, and the
stirring speed during the emulsification was 3000 rpm;

To 3 weight parts of a seventh portion of white oil, 0.04
weight parts of 2,6-tert-butyl-4-methylphenol (antioxidant)
was added and stirred for emulsification to obtain the fourth
emulsified solvent, wherein the stirring speed during the
emulsification was 3000 rpm, and the emulsifying period was
40 min;

To a dissolving kettle, 67 weight parts of a fourth portion of
white oil was charged and stirred at 40 rpm, then, the second
emulsified solvent, the third emulsified solvent, the fourth
emulsified solvent and 20 weight parts of a fifth portion of
white o0il were added and mixed, the mixture was heated to
130° C. and stirred at 19 rpm, then when the temperature of
the material reached 160° C., the stirring speed was increased
to 40 rpm and the temperature was held for 50 min, then a
dissolved solution of ultra-high molecular weight polyethyl-
ene was obtained;

In this dissolved solution, the weight ratio between the
fourth portion of white oil, the fifth portion of white oil, the
sixth portion of white oil and the seventh portion of white oil
was 67:20:4:3.

(3) The Preparation of the Spinning Solution of
Ultra-High Molecular Weight Polyethylene

The swollen solution prepared in step (1) was stirred in
swelling kettle under room temperature, then the swollen
solution was heated to 90° C. and the dissolved solution
prepared in step (2) was added, after stirring for 70 min, the
spinning solution of ultra-high molecular weight polyethyl-
ene fiber was obtained, in which the weight ratio of the
swollen solution to the dissolved solution was 1:1.1, the
weight ratio of the ultra-high molecular weight polyethylene
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in the swollen solution to that in the dissolved solution was
17.2, and the content of the ultra-high molecular weight poly-
ethylene in the spinning solution finally obtained was 11.1 wt
%.

Example 2

(1) The Preparation of the Swollen Solution of
Ultra-High Molecular Weight Polyethylene

To a swelling kettle, 52 weight parts of a first portion of
white oil was charged and stirred at 25 rpm, then 30 weight
parts of powdery ultra-high molecular weight polyethylene
was sprayed in evenly under stirring;

To 4 weight parts of a third portion of white oil, 1.4 weight
parts of bis-(3,5-tert-butyl-4-hydroxyphenyl) thioether (anti-
oxidant) and 0.07 weight parts of Span 80 (surfactant) were
added and stirred for emulsification to obtain the first emul-
sified solvent, wherein the stirring speed was 3000 rpm, and
the emulsifying period was 35 min;

To the swelling kettle, the first emulsified solvent and 48
weight parts of a second portion of white oil were added, the
resultant mixture was heated to 110° C. under stirring and
held for 50 min, then a swollen solution of ultra-high molecu-
lar weight polyethylene with degree of swelling of 1.31 was
obtained, in which, the weight ratio of ultra-high molecular
weight polyethylene was 22%.

In this swollen solution, the weight ratio between the first
portion of white oil, the second portion of white oil and the
third portion of white oil was 50:50:4.

(2) The Preparation of the Dissolved Solution of
Ultra-High Molecular Weight Polyethylene

4 weight parts of a sixth portion of white oil and 1.1 weight
parts of powdery ultra-high molecular weight polyethylene
were evenly divided into two portions to carry out emulsifi-
cation separately, thus the second emulsified solvent was
obtained, wherein the emulsifying period was 35 min, and the
stirring speed during the emulsification was 3000 rpm;

To 3.2 weight parts of a seventh portion of white oil, 0.04
weight parts of 2,6-tert-butyl-4-methylphenol (antioxidant)
was added and stirred for emulsification to obtain the fourth
emulsified solvent, wherein the stirring speed during the
emulsification was 3000 rpm, and the emulsifying period was
30 min;

To a dissolving kettle, 67 weight parts of a fourth portion of
white oil was charged and stirred at 40 rpm, then, the second
emulsified solvent, the third emulsified solvent, the fourth
emulsified solvent and 20 weight parts of a fifth portion of
white o0il were added and mixed, the mixture was heated to
120° C. and stirred at 19 rpm, then when the temperature of
the material reached 150° C., the stirring speed was increased
to 40 rpm and the temperature was held for 50 min, then a
dissolved solution of ultra-high molecular weight polyethyl-
ene was obtained;

In this dissolved solution, the weight ratio between the
fourth portion of white oil, the fifth portion of white oil, the
sixth portion of white oil and the seventh portion of white oil
was 67:20:4:3.2.

(3) The Preparation of the Spinning Solution of
Ultra-High Molecular Weight Polyethylene

The swollen solution prepared in step (1) was stirred in
swelling kettle under room temperature, then the swollen
solution was heated to 90° C. and the dissolved solution
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prepared in step (2) was added, after stirring for 70 min, the
spinning solution of ultra-high molecular weight polyethyl-
ene fiber was obtained, in which the weight ratio of the
swollen solution to the dissolved solution was 1:1.2, and the
content of the ultra-high molecular weight polyethylene in
the spinning solution obtained was 10.7 wt %.

Example 3

(1) The Preparation of the Swollen Solution of
Ultra-High Molecular Weight Polyethylene

To a swelling kettle, 51 weight parts of a first portion of
white oil was charged and stirred at 26 rpm, then 22 weight
parts of powdery ultra-high molecular weight polyethylene
was sprayed in evenly under stirring;

To 8 weight parts of a third portion of white oil, 2.5 weight
parts of pentaerythritol tetra-[B-(3,5-tert-butyl-4-hydrox-
yphenyl)-propionate| (antioxidant) and 0.1 weight parts of
Span 80 (surfactant) were added and stirred for emulsification
to obtain the first emulsified solvent, wherein the stirring
speed was 2800 rpm, and the emulsifying period was 40 min;

To the swelling kettle, the first emulsified solvent and 49
weight parts of a second portion of white oil were added, the
resultant mixture was heated to 115° C. under stirring and
held for 80 min, then a swollen solution of ultra-high molecu-
lar weight polyethylene with degree of swelling of 1.62 was
obtained, in which, the weight ratio of ultra-high molecular
weight polyethylene was 16.5%.

In this swollen solution, the weight ratio between the first
portion of white oil, the second portion of white oil and the
third portion of white oil was 51:49:8.

(2) The Preparation of the Dissolved Solution of
Ultra-High Molecular Weight Polyethylene

6 weight parts of a sixth portion of white oil and 1.2 weight
parts of powdery ultra-high molecular weight polyethylene
were evenly divided into two portions to carry out emulsifi-
cation separately, thus the second emulsified solvent was
obtained, wherein the emulsifying period was 35 min, and the
stirring speed during the emulsification was 3000 rpm;

To 3.2 weight parts of a seventh portion of white oil, 0.04
weight parts of 2,6-tert-butyl-4-methylphenol (antioxidant)
was added and stirred for emulsification to obtain the fourth
emulsified solvent, wherein the stirring speed during the
emulsification was 3000 rpm, and the emulsifying period was
30 min;

To a dissolving kettle, 67 weight parts of a fourth portion of
white oil was charged and stirred at 40 rpm, then, the second
emulsified solvent, the third emulsified solvent, the fourth
emulsified solvent and 20 weight parts of a fifth portion of
white o0il were added and mixed, the mixture was heated to
130° C. and stirred at 19 rpm, then when the temperature of
the material reached 180° C., the stirring speed was increased
to 40 rpm and the temperature was held for 40 min, then a
dissolved solution of ultra-high molecular weight polyethyl-
ene was obtained;

In this dissolved solution, the weight ratio between the
fourth portion of white oil, the fifth portion of white oil, the
sixth portion of white oil and the seventh portion of white oil
was 68:20:6:3.2.

(3) The Preparation of the Spinning Solution of
Ultra-High Molecular Weight Polyethylene

The swollen solution prepared in step (1) was stirred in
swelling kettle under room temperature, then the swollen
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solution was heated to 89° C. and the dissolved solution
prepared in step (2) was added, after stirring for 70 min, the
spinning solution of ultra-high molecular weight polyethyl-
ene fiber was obtained, in which the weight ratio of the
swollen solution to the dissolved solution was 1:0.56, and the
content of the ultra-high molecular weight polyethylene in
the spinning solution obtained was 11.2 wt %.

Example 4

(1) The Preparation of the Swollen Solution of
Ultra-High Molecular Weight Polyethylene

To a swelling kettle, 49 weight parts of a first portion of
white oil was charged and stirred at 26 rpm, then 36 weight
parts of powdery ultra-high molecular weight polyethylene
was sprayed in evenly under stirring;

To 4 weight parts of a third portion of white oil, 1.5 weight
parts of pentaerythritol tetra-[f-(3,5-tert-butyl-4-hydrox-
yphenyl)-propionate| (antioxidant) and 0.06 weight parts of
Span 80 (surfactant) were added and stirred for emulsification
to obtain the first emulsified solvent, wherein the stirring
speed was 3200 rpm, and the emulsifying period was 60 min;

To the swelling kettle, the first emulsified solvent and 51
weight parts of a second portion of white oil were added, the
resultant mixture was heated to 120° C. under stirring and
held for 75 min, then a swollen solution of ultra-high molecu-
lar weight polyethylene with degree of swelling of 1.51 was
obtained, in which, the weight ratio of ultra-high molecular
weight polyethylene was 25.4%.

In this swollen solution, the weight ratio between the first
portion of white oil, the second portion of white oil and the
third portion of white oil was 49:51:4.

(2) The Preparation of the Dissolved Solution of
Ultra-High Molecular Weight Polyethylene

6 weight parts of a sixth portion of white oil and 1.2 weight
parts of powdery ultra-high molecular weight polyethylene
were evenly divided into two portions to carry out emulsifi-
cation separately, thus the second emulsified solvent was
obtained, wherein the emulsifying period was 35 min, and the
stirring speed during the emulsification was 3000 rpm;

To 3 weight parts of a seventh portion of white oil, 0.04
weight parts of pentaerythritol tetra-[ $-(3,5-tert-butyl-4-hy-
droxyphenyl)-propionate] (antioxidant) was added and
stirred for emulsification to obtain the fourth emulsified sol-
vent, wherein the stirring speed during the emulsification was
3000 rpm, and the emulsifying period was 40 min;

To a dissolving kettle, 67 weight parts of a fourth portion of
white oil was charged and stirred at 40 rpm, then, the second
emulsified solvent, the third emulsified solvent, the fourth
emulsified solvent and 20 weight parts of a fifth portion of
white o0il were added and mixed, the mixture was heated to
140° C. and stirred at 20 rpm, then when the temperature of
the material reached 170° C., the stirring speed was increased
to 42 rpm and the temperature was held for 40 min, then a
dissolved solution of ultra-high molecular weight polyethyl-
ene was obtained;

In this dissolved solution, the weight ratio between the
fourth portion of white oil, the fifth portion of white oil, the
sixth portion of white oil and the seventh portion of white oil
was 67:20:4:3.

(3) The Preparation of the Spinning Solution of
Ultra-High Molecular Weight Polyethylene

The swollen solution prepared in step (1) was stirred in
swelling kettle under room temperature, then the swollen
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solution was heated to 90° C. and the dissolved solution
prepared in step (2) was added, after stirring for 60 min, the
spinning solution of ultra-high molecular weight polyethyl-
ene fiber was obtained, in which the weight ratio of the
swollen solution to the dissolved solution was 1:1.62, and the
content of the ultra-high molecular weight polyethylene in
the spinning solution obtained was 10.5 wt %.

Example 5

(1) The Preparation of the Swollen Solution of
Ultra-High Molecular Weight Polyethylene

To a swelling kettle, 55 weight parts of a first portion of
white oil was charged and stirred at 26 rpm, then 45 weight
parts of powdery ultra-high molecular weight polyethylene
was sprayed in evenly under stirring;

To 5 weight parts of a third portion of white oil, 2.5 weight
parts of pentaerythritol tetra-[B-(3,5-tert-butyl-4-hydrox-
yphenyl)-propionate| (antioxidant) and 0.06 weight parts of
Span 80 (surfactant) were added and stirred for emulsification
to obtain the first emulsified solvent, wherein the stirring
speed was 3200 rpm, and the emulsifying period was 40 min;

To the swelling kettle, the first emulsified solvent and 45
weight parts of a second portion of white oil were added, the
resultant mixture was heated to 105° C. under stirring and
held for 65 min, then a swollen solution of ultra-high molecu-
lar weight polyethylene with degree of swelling of 1.26 was
obtained, in which, the weight ratio of ultra-high molecular
weight polyethylene was 22.9%.

In this swollen solution, the weight ratio between the first
portion of white oil, the second portion of white oil and the
third portion of white oil was 55:45:5.

(2) The Preparation of the Dissolved Solution of
Ultra-High Molecular Weight Polyethylene

4 weight parts of a sixth portion of white oil and 1.2 weight
parts of powdery ultra-high molecular weight polyethylene
were evenly divided into two portions to carry out emulsifi-
cation separately, thus the second emulsified solvent was
obtained, wherein the emulsifying period was 35 min, and the
stirring speed during the emulsification was 3000 rpm;

To 3 weight parts of an eighth portion of white oil, 0.04
weight parts of pentaerythritol tetra-[ $-(3,5-tert-butyl-4-hy-
droxyphenyl)-propionate] (antioxidant) was added and
stirred for emulsification to obtain the fourth emulsified sol-
vent, wherein the stirring speed during the emulsification was
3000 rpm, and the emulsifying period was 50 min;

To a dissolving kettle, 70 weight parts of a fourth portion of
white oil was charged and stirred at 40 rpm, then, the second
emulsified solvent, the third emulsified solvent, the fourth
emulsified solvent and 20 weight parts of a fifth portion of
white o0il were added and mixed, the mixture was heated to
120° C. and stirred at 20 rpm, then when the temperature of
the material reached 150° C., the stirring speed was increased
to 42 rpm and the temperature was held for 40 min, then a
dissolved solution of ultra-high molecular weight polyethyl-
ene was obtained;

In this dissolved solution, the weight ratio between the
fourth portion of white oil, the fifth portion of white oil, the
sixth portion of white oil and the seventh portion of white oil
was 70:20:5:3.

(3) The Preparation of the Spinning Solution of
Ultra-High Molecular Weight Polyethylene

The swollen solution prepared in step (1) was stirred in
swelling kettle under room temperature, then the swollen
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solution was heated to 91° C. and the dissolved solution
prepared in step (2) was added, after stirring for 70 min, the
spinning solution of ultra-high molecular weight polyethyl-
ene fiber was obtained, in which the weight ratio of the
swollen solution to the dissolved solution was 1:1.9, and the
content of the ultra-high molecular weight polyethylene in
the spinning solution obtained was 11 wt %.

Example 6

(1) The Preparation of the Swollen Solution of
Ultra-High Molecular Weight Polyethylene

To a swelling kettle, 45 weight parts of a first portion of
white oil was charged and stirred at 26 rpm, then 40 weight
parts of powdery ultra-high molecular weight polyethylene
was sprayed in evenly under stirring;

To 10 weight parts of a third portion of white oil, 1.7 weight
parts of pentaerythritol tetra-[f-(3,5-tert-butyl-4-hydrox-
yphenyl)-propionate| (antioxidant) and 0.07 weight parts of
Span 80 (surfactant) were added and stirred for emulsification
to obtain the first emulsified solvent, wherein the stirring
speed was 3200 rpm, and the emulsifying period was 35 min;

To the swelling kettle, the first emulsified solvent and 55
weight parts of a second portion of white oil were added, the
resultant mixture was heated to 105° C. under stirring and
held for 65 min, then a swollen solution of ultra-high molecu-
lar weight polyethylene with degree of swelling of 1.38 was
obtained, in which, the weight ratio of ultra-high molecular
weight polyethylene was 18.2%.

In this swollen solution, the weight ratio between the first
portion of white oil, the second portion of white oil and the
third portion of white oil was 45:55:10.

(2) The Preparation of the Dissolved Solution of
Ultra-High Molecular Weight Polyethylene

7 weight parts of a sixth portion of white oil and 1.05
weight parts of powdery ultra-high molecular weight poly-
ethylene were emulsified to obtain the second emulsified
solvent, wherein the emulsifying period was 35 min, and the
stirring speed during the emulsification was 3000 rpm;

To 2.5 weight parts of an eighth portion of white oil, 0.03
weight parts of pentaerythritol tetra-[ $-(3,5-tert-butyl-4-hy-
droxyphenyl)-propionate] (antioxidant) was added and
stirred for emulsification to obtain the fourth emulsified sol-
vent, wherein the stirring speed during the emulsification was
3000 rpm, and the emulsifying period was 50 min;

To a dissolving kettle, 69 weight parts of a fourth portion of
white oil was charged and stirred at 40 rpm, then, the second
emulsified solvent, the third emulsified solvent, the fourth
emulsified solvent and 18 weight parts of a fifth portion of
white o0il were added and mixed, the mixture was heated to
125° C. and stirred at 20 rpm, then when the temperature of
the material reached 165° C., the stirring speed was increased
to 42 rpm and the temperature was held for 40 min, then a
dissolved solution of ultra-high molecular weight polyethyl-
ene was obtained;

In this dissolved solution, the weight ratio between the
fourth portion of white oil, the fifth portion of white oil, the
sixth portion of white oil and the seventh portion of white oil
was 69:18:7:2.5.

(3) The Preparation of the Spinning Solution of
Ultra-High Molecular Weight Polyethylene

The swollen solution prepared in step (1) was stirred in
swelling kettle under room temperature, then the swollen
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solution was heated to 90° C. and the dissolved solution
prepared in step (2) was added, after stirring for 70 min, the
spinning solution of ultra-high molecular weight polyethyl-
ene fiber was obtained, in which the weight ratio of the
swollen solution to the dissolved solution was 1:1.2, and the
content of the ultra-high molecular weight polyethylene in
the spinning solution obtained was 12.6 wt %.

Example 7

(1) The Preparation of the Swollen Solution of
Ultra-High Molecular Weight Polyethylene

To a swelling kettle, 48 weight parts of a first portion of
white oil was charged and stirred at 26 rpm, then 35 weight
parts of powdery ultra-high molecular weight polyethylene
was sprayed in evenly under stirring;

To 6 weight parts of a third portion of white oil, 1.8 weight
parts of pentaerythritol tetra-[B-(3,5-tert-butyl-4-hydrox-
yphenyl)-propionate| (antioxidant) and 0.07 weight parts of
Span 80 (surfactant) were added and stirred for emulsification
to obtain the first emulsified solvent, wherein the stirring
speed was 3200 rpm, and the emulsifying period was 37 min;

To the swelling kettle, the first emulsified solvent and 52
weight parts of a second portion of white oil were added, the
resultant mixture was heated to 100° C. under stirring and
held for 65 min, then a swollen solution of ultra-high molecu-
lar weight polyethylene with degree of swelling of 1.43 was
obtained, in which, the weight ratio of ultra-high molecular
weight polyethylene was 24.5%.

In this swollen solution, the weight ratio between the first
portion of white oil, the second portion of white oil and the
third portion of white oil was 45:55:6.

(2) The Preparation of the Dissolved Solution of
Ultra-High Molecular Weight Polyethylene

7 weight parts of a sixth portion of white oil and 1.13
weight parts of powdery ultra-high molecular weight poly-
ethylene were evenly divided into two portions to carry out
emulsification separately, thus the second emulsified solvent
was obtained, wherein the emulsifying period was 35 min,
and the stirring speed during the emulsification was 3000
rpm;

To 3.3 weight parts of a seventh portion of white oil, 0.05
weight parts of pentaerythritol tetra-[ $-(3,5-tert-butyl-4-hy-
droxyphenyl)-propionate] (antioxidant) was added and
stirred for emulsification to obtain the fourth emulsified sol-
vent, wherein the stirring speed during the emulsification was
3000 rpm, and the emulsifying period was 45 min;

To a dissolving kettle, 70 weight parts of a fourth portion of
white oil was charged and stirred at 40 rpm, then, the second
emulsified solvent, the third emulsified solvent, the fourth
emulsified solvent and 21 weight parts of a fifth portion of
white o0il were added and mixed, the mixture was heated to
135° C. and stirred at 20 rpm, then when the temperature of
the material reached 171° C., the stirring speed was increased
to 42 rpm and the temperature was held for 40 min, then a
dissolved solution of ultra-high molecular weight polyethyl-
ene was obtained;

In this dissolved solution, the weight ratio between the
fourth portion of white oil, the fifth portion of white oil, the
sixth portion of white oil and the seventh portion of white oil
was 71:21:7:3.3.

(3) The Preparation of the Spinning Solution of
Ultra-High Molecular Weight Polyethylene

The swollen solution prepared in step (1) was stirred in
swelling kettle under room temperature, then the swollen
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solution was heated to 88° C. and the dissolved solution
prepared in step (2) was added, after stirring for 60 min, the
spinning solution of ultra-high molecular weight polyethyl-
ene fiber was obtained, in which the weight ratio of the
swollen solution to the dissolved solution was 1:1.4, and the
content of the ultra-high molecular weight polyethylene in
the spinning solution obtained was 10.9 wt %.

Example 8

(1) The Preparation of the Swollen Solution of
Ultra-High Molecular Weight Polyethylene

To a swelling kettle, 55 weight parts of a first portion of
white oil was charged and stirred at 26 rpm, then 40 weight
parts of powdery ultra-high molecular weight polyethylene
was sprayed in evenly under stirring;

To 7 weight parts of a third portion of white oil, 1.9 weight
parts of pentaerythritol tetra-[f-(3,5-tert-butyl-4-hydrox-
yphenyl)-propionate| (antioxidant) and 0.05 weight parts of
Span 80 (surfactant) were added and stirred for emulsification
to obtain the first emulsified solvent, wherein the stirring
speed was 3200 rpm, and the emulsifying period was 60 min;

To the swelling kettle, the first emulsified solvent and 46
weight parts of a second portion of white oil were added, the
resultant mixture was heated to 120° C. under stirring and
held for 65 min, then a swollen solution of ultra-high molecu-
lar weight polyethylene with degree of swelling of 1.53 was
obtained, in which, the weight ratio of ultra-high molecular
weight polyethylene was 26.6%.

In this swollen solution, the weight ratio between the first
portion of white oil, the second portion of white oil and the
third portion of white oil was 55:46:7.

(2) The Preparation of the Dissolved Solution of
Ultra-High Molecular Weight Polyethylene

7 weight parts of a sixth portion of white oil and 1.13
weight parts of powdery ultra-high molecular weight poly-
ethylene were evenly divided into two portions to carry out
emulsification separately, thus the second emulsified solvent
was obtained, wherein the emulsifying period was 35 min,
and the stirring speed during the emulsification was 3000
rpm;

To 3.5 weight parts of an eighth portion of white oil, 0.05
weight parts of pentaerythritol tetra-[ $-(3,5-tert-butyl-4-hy-
droxyphenyl)-propionate] (antioxidant) was added and
stirred for emulsification to obtain the fourth emulsified sol-
vent, wherein the stirring speed during the emulsification was
3000 rpm, and the emulsifying period was 38 min;

To a dissolving kettle, 65 weight parts of a fourth portion of
white oil was charged and stirred at 40 rpm, then, the second
emulsified solvent, the third emulsified solvent, the fourth
emulsified solvent and 22 weight parts of a fifth portion of
white o0il were added and mixed, the mixture was heated to
130° C. and stirred at 20 rpm, then when the temperature of
the material reached 176° C., the stirring speed was increased
to 42 rpm and the temperature was held for 40 min, then a
dissolved solution of ultra-high molecular weight polyethyl-
ene was obtained;

In this dissolved solution, the weight ratio between the
fourth portion of white oil, the fifth portion of white oil, the
sixth portion of white oil and the seventh portion of white oil
was 65:22:7:3.5.

(3) The Preparation of the Spinning Solution of
Ultra-High Molecular Weight Polyethylene

The swollen solution prepared in step (1) was stirred in
swelling kettle under room temperature, then the swollen
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solution was heated to 92° C. and the dissolved solution
prepared in step (2) was added, after stirring for 70 min, the
spinning solution of ultra-high molecular weight polyethyl-
ene fiber was obtained, in which the weight ratio of the
swollen solution to the dissolved solution was 1:1.6, and the
content of the ultra-high molecular weight polyethylene in
the spinning solution obtained was 10.9 wt %.

Example 9

(1) The Preparation of the Swollen Solution of
Ultra-High Molecular Weight Polyethylene

To a swelling kettle, 45 weight parts of a first portion of
white oil was charged and stirred at 26 rpm, then 45 weight
parts of powdery ultra-high molecular weight polyethylene
was sprayed in evenly under stirring;

To 15 weight parts of a third portion of white oil, 3.5 weight
parts of pentaerythritol tetra-[B-(3,5-tert-butyl-4-hydrox-
yphenyl)-propionate| (antioxidant) and 0.05 weight parts of
Span 80 (surfactant) were added and stirred for emulsification
to obtain the first emulsified solvent, wherein the stirring
speed was 3200 rpm, and the emulsifying period was 60 min;

To the swelling kettle, the first emulsified solvent and 55
weight parts of a second portion of white oil were added, the
resultant mixture was heated to 130° C. under stirring and
held for 65 min, then a swollen solution of ultra-high molecu-
lar weight polyethylene with degree of swelling of 1.58 was
obtained, in which, the weight ratio of ultra-high molecular
weight polyethylene was 27.5%.

In this swollen solution, the weight ratio between the first
portion of white oil, the second portion of white oil and the
third portion of white oil was 45:55:15.

(2) The Preparation of the Dissolved Solution of
Ultra-High Molecular Weight Polyethylene

7 weight parts of a sixth portion of white oil and 1.14
weight parts of powdery ultra-high molecular weight poly-
ethylene were evenly divided into two portions to carry out
emulsification separately, thus the second emulsified solvent
was obtained, wherein the emulsifying period was 35 min,
and the stirring speed during the emulsification was 3000
rpm;

To 4.5 weight parts of an eighth portion of white oil, 0.07
weight parts of pentaerythritol tetra-[ $-(3,5-tert-butyl-4-hy-
droxyphenyl)-propionate] (antioxidant) was added and
stirred for emulsification to obtain the fourth emulsified sol-
vent, wherein the stirring speed during the emulsification was
3000 rpm, and the emulsifying period was 40 min;

To a dissolving kettle, 68 weight parts of a fourth portion of
white oil was charged and stirred at 40 rpm, then, the second
emulsified solvent, the third emulsified solvent, the fourth
emulsified solvent and 22 weight parts of a fifth portion of
white o0il were added and mixed, the mixture was heated to
132° C. and stirred at 20 rpm, then when the temperature of
the material reached 155° C., the stirring speed was increased
to 42 rpm and the temperature was held for 40 min, then a
dissolved solution of ultra-high molecular weight polyethyl-
ene was obtained;

In this dissolved solution, the weight ratio between the
fourth portion of white oil, the fifth portion of white oil, the
sixth portion of white oil and the seventh portion of white oil
was 68:22:7:4.5.

(3) The Preparation of the Spinning Solution of
Ultra-High Molecular Weight Polyethylene

The swollen solution prepared in step (1) was stirred in
swelling kettle under room temperature, then the swollen

10

35

40

45

55

65

18

solution was heated to 90° C. and the dissolved solution
prepared in step (2) was added, after stirring for 70 min, the
spinning solution of ultra-high molecular weight polyethyl-
ene fiber was obtained, in which the weight ratio of the
swollen solution to the dissolved solution was 1:1.8, and the
content of the ultra-high molecular weight polyethylene in
the spinning solution obtained was 10.5 wt %.

Comparative Example 1

7 weight parts of ultra-high molecular weight polyethylene
and 93 weight parts of white oil were stirred in a first swelling
kettle under 65° C. for 24 hours, then transferred to a second
swelling kettle and stirred under 75° C. for 12 hours, then
transferred to a third swelling kettle and stirred under 110° C.
for 12 hours (the stirring speeds in the above three swelling
kettles were all 5 rpm), then enforcedly cooled to 70° C., and
a spinning solution with a solid content of 7% was obtained.

Comparative Example 2

A swollen solution with a content of the ultra-high molecu-
lar weight polyethylene being 8% was prepared according to
the preparation process for the swollen solution in Example 1
to be used as a spinning solution.

Comparative Example 3

A swollen solution with a content of the ultra-high molecu-
lar weight polyethylene being 10% was prepared according to
the preparation process for the swollen solution in Example 2
to be used as a spinning solution.

Spinning Experiment 1

The spinning solutions prepared in examples 1-9 and com-

parative examples 1-3 were spinned according to the same

process to prepare ultra-high molecular weight polyethylene
fiber, and the specific spinning process was as follows:

The spinning solution was fed into a twin screw extruder
for macromolecular disentanglement, here, the inlet tempera-
ture of the extruder was 100° C., the temperature in the middle
region is 260° C., and the outlet temperature is 290° C. The
residence time in the twin screw extruder was 5 min, and the
rotation speed of the extruder was 190 r/min. After the disen-
tanglement and extrusion of the suspension by the twin screw
extruder, a transparent gel solution was formed. The gel solu-
tion was passed through a metering pump and extruded at a
spinning speed of 1 m/min through a spinneret plate having
400 orifices (spinneret orifice diameter 1 mm, length-diam-
eter ratio L/D 10/1) into a water channel at a temperature of
25° C., then the filament solidified and gel filament formed.
The gel filament thus obtained was extracted by kerosene and
then passed through two-stage drying at 55° C. and 60° C.,
respectively. The dried gel filament was applied a three-stage
thermal drawing as defined below in detail: the first stage
drawing was conducted under 100° C. and the drawing ratio
was 2.5 times; the second stage drawing was conducted under
120° C. and the drawing ratio was 3.8 times; the third stage
drawing was conducted under 130° C. and the drawing ratio
was 4.4 times. After this three-stage drawing of the gel fila-
ment, ultra-high molecular weight polyethylene fiber was
obtained.

Samples were taken to conduct mechanical behavior test.
Ten samples were taken each time and average value was
reported. The results are shown in table 1 below.
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TABLE 1
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TABLE 2-continued

The performance test results of the ultra-high molecular
weight polyethylene fibers prepared in spinning experiment 1

The performance test results of the ultra-high molecular
weight polyethylene fibers prepared in spinning experiment 2

Strength Strength CV/ Modulus 5 Strength Strength CV Modulus
(cN/dtex) value (%) (cN/dtex) (cN/dtex) value (%) (cN/dtex)
Example 1 31.2 2.8 1277 Example 5 33.1 2.6 1310
Example 2 32.1 27 1282 Example 6 31.8 2.7 1289
Example 3 31.6 3.1 1282 Example 7 317 3.2 1323
Example 4 34.3 24 1335 10 Example 8 32.6 3.6 1315
Example 5 32.5 25 1305 Example 9 32.2 2.9 1318
Example 6 32.1 2.8 1295 Comparative example 1 284 53 795
Example 7 32.7 31 1312 Comparative example 2 284 4.5 816
Example 8 33.6 2.8 1320 Comparative example 3 28.1 4.5 775
Example 9 33.2 3.1 1332
Comparative example 1 28.6 52 810 15
Comparative example 2 28.3 49 795 As can be seen from table 2, the ultra-high molecular
Comparative example 3 28.4 48 786 weight polyethylene fibers prepared under the same spinning
conditions from the spinning solutions prepared According to
As can be seen from table 1, the ultra-high molecular the present invention show low CV values and have high fiber
weight polyethylene fibers prepared under the same spinning ,, consistency.
conditions from the spinning solutions prepared According to Detailed description has been made above on the ultra-high
the present invention show low CV values and have high fiber =~ molecular weight polyethylene fiber spinning solution pro-
consistency. vided by the present invention. Specific examples are pro-
Spinning Experiment 2 vided for illustrating the principle and embodiments of the
The spinning solutions prepared in examples 1-9 and com- 25 Present invention, however, thes.e examples are provid.ed for
parative examples 1-3 were spinned according to the same the purpose of b.etter understanding thf: methods of the inven-
process to prepare ultra-high molecular weight polyethylene tion agd the basic concepts the{eof. .It is should be noted that,
fiber, and the specific spinning process was as follows: some 1mprovements and mOdlﬁ,C ations can be.me.lde to the
The spinning solution was fed into a twin screw extruder present invention Wlthout departing frqm. the principle of the
for macromolecular disentanglement, here, the inlet tempera- 30 1nvent10n,.whlch are 1ntendeq to fal.l within the scope defined
ture of the extruder was 95° C., the temperature in the middle by the claims of the present invention.
region is 270° C., and the outlet temperature is 295° C. The
residence time in the twin screw extruder was 6 min, and the What is claimed is:
rotation speed of the extruder was 175 r/min. After the disen- 1. A method for preparing a spinning solution of ultra-high
tanglement and extrusion of the suspension by the twin screw 33 molecular weight polyethylene fiber, comprising:
extruder, a transparent gel solution was formed. The gel solu- mixing a dissolved solution of ultra-high molecular weight
tion was passed through a metering pump and extruded at a polyethylene with a swollen solution of ultra-high
spinning speed of 1.1 m/min through a spinneret plate having molecular weight polyethylene at a weight ratio of 0.42
400 orifices (spinneret orifice diameter 1 mm, length-diam- to 2.85, to obtain a spinning solution in which the con-
eter ratio L/D 10/1) into a water channel at a temperature of 40 tent of the ultra-high molecular weight polyethylene is
25° C., then the filament solidified and gel filament formed. 10% to 15% by weight;
The gel filament thus obtained was extracted by kerosene and wherein the swollen solution of ultra-high molecular
then passed through two-stage drying at 54° C. and 61° C., weight polyethylene has a degree of swelling of 1 to 2;
respectively. The dried gel filament was given a three-stage wherein the content of the ultra-high molecular weight
thermal drawing as defined below in detail: the first stage 45 polyethylene in the swollen solution of ultra-high
drawing was conducted under 100° C. and the drawing ratio molecular weight polyethylene is 10 to 50% by weight;
was 2.9 times; the second stage drawing was conducted under and
120° C. and the drawing ratio was 4.4 times; the third stage wherein the weight ratio of the ultra-high molecular weight
drawing was conducted under 128° C. and the drawing ratio polyethylene in the swollen solution of ultra-high
was 3.1 times. After this three-stage drawing of the gel fila- 50 molecular weight polyethylene to the ultra-high molecu-
ment, ultra-high molecular weight polyethylene fiber was lar weight polyethylene in the dissolved solution of
obtained. ultra-high molecular weight polyethylene is 2.5 to 70;
Samples were taken to conduct mechanical behavior test. wherein the swollen solution of ultra-high molecular
Ten samples were taken each time and average value was weight polyethylene is prepared by:
reported. The results are shown in table 2 below. 55 adding a powder of ultra-high molecular weight polyeth-
ylene to a first portion of a solvent under stirring;
TABLE 2 adding a second portion of the solvent and a first emulsified
solvent to the first portion of the solvent to obtain a first
The performance test results of the ultra-high molecular mixture; and
weight polyethylene fibers prepared in spinning expetiment 2 60 heating the first mixture to 90° C. to 130° C. and holding at
Strength Strength CV Modulus atemperature for swelling to obtain the swollen solution
(cN/dtex) value (%) (cNVdtex) of ultra-high molecular weight polyethylene;
wherein the first emulsified solvent is formed from a third
Eiﬁg}:i ;;2 ;:g ggg portion of the solvent, an antioxidant and a surfactant
Example 3 30.9 59 1295 65 through emulsification; and
Example 4 33.9 2.8 1328 wherein the weight ratio of the first portion of the solvent:

the second portion of the solvent:the third portion of the
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solvent:the antioxidant:the surfactant is 45 to 55:45 to
55:1t0 20:0.5t0 5:0.05t0 0.1; and

wherein the dissolved solution of ultra-high molecular
weight polyethylene is prepared by:

adding a second emulsified solvent, a fourth emulsified
solvent and a fifth portion of solvent to a fourth portion
of the solvent under well stirring to obtain a second
mixture, and then heating the second mixture to 100° C.
to 190° C.under stirring to obtain the dissolved solution
of ultra-high molecular weight polyethylene;

wherein the second emulsified solvent is formed from a
sixth portion of the solvent and the ultra-high molecular
weight polyethylene in a proportion of 1 to 5:0.4 to 0.6
through emulsification;

wherein the fourth emulsified solvent is formed from a
seventh portion of the solvent and an antioxidant
through emulsification; and

wherein the weight ratio of the fourth portion of the sol-
vent:the fifth portion of the solvent:the sixth portion of
the solvent:the seventh portion of the solvent is 67 to
75:15 to 25:2 t0 10:2 to 4.

2. The method of claim 1, wherein the weight ratio of the
dissolved solution of ultra-high molecular weight polyethyl-
ene to the swollen solution of ultra-high molecular weight
polyethylene is 1.0 to 2.5.
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3. The method of claim 2, wherein the content of the
ultra-high molecular weight polyethylene in the swollen solu-
tion of ultra-high molecular weight polyethylene is 20 to 30%
by weight.

4. The method of claim 3, wherein the weight ratio of the
ultra-high molecular weight polyethylene in the swollen solu-
tion of ultra-high molecular weight polyethylene to the ultra-
high molecular weight polyethylene in the dissolved solution
of ultra-high molecular weight polyethylene is 10 to 30.

5. The method of claim 4, wherein the content of the
ultra-high molecular weight polyethylene in the spinning
solution of ultra-high molecular weight polyethylene fiber is
11% to 14% by weight.

6. The method of claim 5, wherein the content of the
ultra-high molecular weight polyethylene in the spinning
solution of ultra-high molecular weight polyethylene fiber is
12% to 13% by weight.

7. The method of claim 1, wherein a weight average
molecular weight of the ultra-high molecular weight polyeth-
ylene in the spinning solution of ultra-high molecular weight
polyethylene fiber is 3x10° to 5x10°.

8. The method of claim 7, wherein a solvent in the spinning
solution of ultra-high molecular weight polyethylene fiber is
a mixed solvent obtained by mixing cyclane and alkane in a
proportion of 85~90:10 to 15, and wherein the cyclane has 25
to 50 carbon atoms and the alkane has 25 to 50 carbon atoms.

#* #* #* #* #*



